
SECURING CRITICAL INFRASTRUCTURE

ACHILLES SATELLITE TECHNICAL SPECIFICATION 
Phenomenal Power and Industry-leading Capabilities that Fit Easily 
into any Network Environment 

THE ACHILLES CLIENT
Install the Client on a computer attached to the same network as the Satellite. 
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INDUSTRY FEEDBACK

‘Cyber security is one of the most 
challenging issues that today’s 
automation customers must consider 
when evaluating their control system 
strategies....Achilles plays an 
important role in verifying that our 
automation systems have the quality, 
reliability and robustness needed to 
resist a potential cyber incident.’

ABB

Ethernet
ARP
LLDP
IP
ICMP
IGMP
TCP
UDP
DNP3
FF-HSE

FTP
GOOSE
HTTP
MMS
MODBUS/TCP
NTP
OPC UA
RPC
SNMP
TELNET

SUPPORTED PROTOCOLS

•  1 GHz processor (or faster) •  150MB free space (or more) 

•  256MB RAM   •  CD-ROM or DVD drive

•  Network card   •  Wireshark 1.2

•  Ethernet port 802.11x or RJ45 connection 

•  Windows XP SP2, Windows 7, Vista (User Access Control disabled)

THE ACHILLES SATELLITE
•  Dimensions: 13.3cm H x 44.8cm W x 55.2cm D

•  Weight: 16.8kg

•  Operating Environment: 5C to 40C 

•  Input Voltage: 90~265V AC Full Range Input

•  Input Frequency: 47 ~ 63HZ

•  Input Current: 6A(RMS)@115VAC

•  Inrush Current: 80A Max for 115VAC

•  Wattage: 250Watts

•  Ports: 6 x RJ45, 4 x SFF LC, 2 x DB9, 4 x USB (2.0), 8 x Digital 


